
TROPIC ISLE POOL and SPA HEATER
INSTALLATION & OPERATION MANUAL

FOR YOUR SAFETY - READ BEFORE OPERATING
Warning: lf you do not tollow these instructions exactly, a fire or exploqion may

result, causing property damage, personal injury or loss of life.

WARNING:lmproper installation, adjustment, alteration, service or maintenance can cause injury or
property damage. Refer to this manual. For assistanc€ or additional information,-consult
a qualified installer, service agency or the gas supplier.

FOR
YOUR

SAFETY

WHAT TO DO IF YOU SMELL GAS
. Do not try to light any appliance.
. Do not touch any electrical switch; do nol us€ any phone in your building.
. lmmediately call your gas supplier from a neighbor's phone.

Follow the gaS supplier's instructions.
. lf you cannol reach your gas supplier, call the fire department.

Do not store or use gasoline or other llammable vapors and liquids in the vicinity of this
or any other appliance.

Hydroloch Chemical Corporation, City of Industry
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TROPIC ISLEg
POOL AND

SPA HEATER

Congratulation5 on your purchase of a Tropic Isle Heating system. Proper in-
stallation and service of your new heating system and correct chemical
maintenance of the water wil l  ensure years of enjoyment.

NOTICE OF IMPORTANCE . . .

...For installer and operator of the "Tropic Isle" pool and spa Heater. The
manufacturer's warranty wil l  not be accepted as valid it, tor any reason, the
heater is improperly installed and/or operated. Be sure to fol low the instructions
set  for th  in  th is  manual .

The installation must conform with local codes or, in the absence of local
codes, with the latest National Fuel Gas Code, ANSI 2223.1

FOR YOUR SAFETY - READ BEFORE OPERATING
WARNING: lF YOU DO NOT FOLLOW THESE

INSTRUCTIONS EXACTLY, A FIRE OR
EXPLOSION MAY RESULT. CAUSING

PROPERTY DAMAGE, PERSONAL INJURY OR
LOSS OF LIFE.

MEMBER

-
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LIGHTING'OPERATION
FOR YOUR SAFETY READ BEFORE LIGHTING

IID IIEATERS

WARNING: lf you do not follow these instructions exactly, a fire or
explosion may result causing property damage, personal iniury or loss

ti

c.

A.

B.

This appliance is equipped with an ignition device
which automatically lights lhe pilot. Do not try to
l ight the pi lot  by hand.

BEFORE OPERATING smell all around the ap-
pliance area for gas. B€ sure to smell next to lhe
tloor because some gas is heavier than air and will
settle on lhe floor.
WHAT TO DO IF YOU SMELL GAS

. Do not t ry to l ight any appl iance.

. Do not touch any electric swilch;
do nol  use any phone in your bui ld ing.

.  lmmediately cal l  your gas suppl ier f rom a
neighbor 's phone. Fol low the gas suppl ier 's
inslruct ions.

. lf you cannot reach your gas supplier, call the
tire departmeq!.

Use only your hand lo push in or turn the gas con'
trol knob. Never use tools. lt the knob will not push
in or turn by hand, don'l try to repair it, call a
qualified service technician. Force or attempted
repair may result in a f ire or explosion.

Do not use this appliance il any part has been
under water. lmmediately call a qualitied service
technician to inspect the appliance and to replace
any part of the control system and any gas control
which has been under water.

D,

OPERATINGINSTRUCTIONS
above.

2. Sel the thermostat to lowest setting.

3. Turn otf all electric power to the appliance.

4. This appl iance is equipped wi lh an igni t ion device
which automatical ly l ights the pi lo l .  Do not t ry to
l ighl  the pi lot  by hand.

5. Remove control access panel.

6. Push in gas control knob slightly and turn
clockwise  ̂  to "OFF."

NOTE: Knob cannot be lurned to "OFF" unlesi
knob is pushed in slightly. Do not lorce.

7. Wait f ive (5) minutes to clear out any gas. lf you
then smel l  gas, STOP! Fol low "B" in the safety in-
tormation above. lf you don't smell gas, go to next
steo.

8. Turn knob on gas control counter-clockwise t-\
to "ON".

L Replace control access panel.

10. Turn on al l  e lectr ic power to the appl iance.

11. Set thermostat to desired sett ing.
'12. l f  the appl iance wi l l  not operate,  fo l low the instruc-

tions "To Turn Off Gas To Appliance" and call your
service lechnician or gas supplier.

GAS CONINOL

'oN_ postltoN

fr:, )

F i g . 2

TO TURN OFFGAS TO APPLIANCE
1 .

2.
Sel the thermostat to lowest setting.

Turn off all electric power to the appliance if
service is to be performed.

Remove conlrol access Panel.

Push in gas conlrol knob slightly and
clockwise ,,--\ to "OFF." Do not force.

Replace control access Panel.

4.

.t.

lurn



LIGHTING INSTRUCTIONS
FOR YOUR SAFETY READ BEFORE LIGHTING

TILLIYOLT IIEATERS

WARNING: lf you do not follow these instructions exactly, a fire or
explosion may result causing property damage, personal injury or loss

c.

A.

B.

This appl iance has a pi lot  which must be l ighled by
hand. When l ight ing the pi lot ,  fo l low these instruc-
tions exactly.

BEFORE LIGHTING smel l  a l l  around the appl iance
area tor gas. Be sure td smell next to the floor
because some gas is heavier than air and will settle
on the floor.
WHAT TO DO IF YOU SMELL GAS

. Do not t ry to l ight any appl iance.

. Do not louch any electric switch;
do not use any phone in your bui ld ing.

.  lmmediately cal l  your gas suppl ier f rom a
neighbor 's phone. Fol low the gas suppl ier 's
instruct ions.

. lf you cannot reach your gas supplier, call the
fire department.

Use only your hand to push in or turn the gas con-
trol knob. Never use tools. It the knob will not oush
in or turn by hand, don't try to repair it, call a
qualified service technician. Force or attempted
repair may result in a fire or explosion.

Do nol use this appliance if any part has been
under water. lmmediately call a qualified service
technician to inspect the appliance and lo replace
any parl of the control system ancl any gas control
which has been under water.

LIGHTING INSTRUCTIONS
1. STOP! Read the safety information above on this

label .

2. Set the thermostat to lowest setting.
3.  Turn of f  a l l  e lectr ic power to the appl iance.
4. Remove control access oanel.

9.  Push in control  knob al l  the way and hold in.
lmmediately l ight the pi lot  wi th a malch. Cont inue
to hold the control  knob in for aboul one (1) minute
after the pi lot  is l i t .  Release knob and i t  wi l l  pop
back up. Pi lot  should remain l i t .  l f  i t  goes out,
repeat steps 5 lhrough 10.
. lt knob does not pop up when released, stop and

immediately cal l  your service technician or gas
suppl ier.

. lf the pilot will not stay lit atter several tries, turn
the gas control knob to "OFF" and call your
service technician or gas supplier.

5.  Push in g
ciockwise

ntrol  knob sl ight ly and turn
to "OFF."

cas cot{T8ot (t{ot sHowl{ |l{ "oFf" PostIoN

as coa\

Fig.  3
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Fig. 4
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7.

8.

NOTE: Knob cannot be turned from "PILOT" to
"OFF" unless knob is pushed in s l ight ly.  Do not
force.

Wait tive (5) minutes to clear out any gas. lf you
then smel l  gas, STOP! Fol low "B" in the salety in-
formation above on this label. lf you don't smell
gas, go to next step.
The pi lot  locat ion is shown on Figure 5.

Turn knob on gas control counter-clockwise }'_ to"PtLOT".

FlO. 5

10. Turn gas control knob counterclockwise ,.- to"oN."

11. Replace control  access panel.

12. Turn on all electric power to the appliance.
13. Set thermostat to desired setting.

TO TURN OFF GAS TO APPLIANCE
1 .

2.

Set the thermostat to lowest setting.

Turn off all electric power to the appliance if
service is to be oerformed.
Remove control access panel.

Push in gas control knob slightly and
clockwise ,,-r to "OFF." Do not force.

Replace control access panel

4.

3.



TEMPERATURE CONTROL
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SINGLE TEMPERATURE CONTROL SYSTEM
Temperature control:
The heater thermostat is located on the lront of the heater
(control panel) and may be set for desired pool
temoeralure.

Power switch:
On/otf switch allows you lo turn the heater on and oll
without changing lhe temperature setting. The thermostat
wil l not regulate the operation of the heater with this
swi tch  in  the  o f t  Pos i t ion .

DUAL TEMPERATURE CONTROL SYSTEM
The "Tropic lsle" Heater is also otfered with the two lher-
mostats on the tront of the heater (control panel). The
"Dual Therm" control system otfers a 2'way heating option
for convenience and economY.

F i g . 8

POWER SWITCH:
The Pool/off/spa switch allows the heater to be lurned otf
whi le  on vacal ion or  serv ic ing.
1. "Pool" Posiiion - Maintains normal or desired pool or

spa temperalure You selected.
2. "Oft" Position - Heater will not come on regardless of

drop in pool temPeralure.
3. "Spa/Auxiliary" Position' This allows separate control

ot spa waler temperature, or a secondary lower conser'
vative setting when your pool will not be in use.
Example: 80"F Pool 72"F Auxiliary.

SELECTOR DIALS
The selector dials eliminate constant thermostat ad-
iustments. Set the spa dial at the desired spa temperature
and the pool dial at the desired pool temperature. Then tlip
the power switch when the desired waler temperature for
the pool or spa is needed. This provides accurate, conve'
nient high/low control tor pool, spa or pool/spa installa-
t ions.

..STOPPER TH ERMOSTAT KNOB"
Each thermostat is equipped with a mechanical stop that
can be locked with use oI a screw driver to prevenl pool
temperatures in excess ot that desired by the pool owner.
F i g . 9

The maximum setting can be adjusted by loosening the
screw "A" and turning the stopper dial to desired max-
imum set t ing.  Then lock the set t ing by l ightening the
screw.

SCREW A
STOPPER F i g . 9
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POOL TEMPERATURE POWER SPA / AUXILIARY TEMPERA

SAFETY RULES FOR SPA & HOT TUB

1. SDa or hot tub water temperatures should never ex'
ceed .lO4"F {40'C). A temperature of 100'F (38"C) is
considered safe for a healthy adult. Special caution is
suggested lor Young children.

2. Drinking of alcoholic beverages before or during spa or
hot lub use can cause drowsiness which could lead to
unconsciousness and subsequently result in drowning.

3. Pregnant women beware! Soaking in water above
102"F (39'C) can cause fetal damage during lirst three
months of pregnancy (resulting in the birth of a brain-
damaged or deformed child). Pregnant women should
stick to the 100'F (38' C) maximum rule.

4. Before entering the spa or hot tub, user should check
the water temperature with an accurate thermometer;
spa or hot tub thermostats may err in regulating watel
temperatures by as much as 4 degrees Fahrenheit

5. Persons with medical history ol heart disease, cir'
culatory problems, diabetes or blood pressure prc
blems should obtain their physician's advice before us'
ing spas or hot tubs.

6. Persons taking medications which induce drowsiness'
such as tranquilizers, antihistamines or anticoagulants,
should not use spas or hot tubs.

WARNING: "Should overheating occur or the gas supply
tail to shut otf, turn oll the manual gas control valve to the
appliance." Do not use this heater if any part has been
under water. lmmediatety call a qualitied service techni-
cian to inspect the heater and to replace any part ol con-
trol system and gas control which has been under water.

6



FUNCTION INDICATOR LIGHT

HOMEOWNER'S GUIDE TO THE TROPIC ISLE HEATER WITH INDICATOR LIGHTS

The four indicator l ights are provided to.help you under-
stand lhe operation oJ the heater and if something should
.go wrong, to help find the problem.

POWER LIGHT
The light should go on when on/off switch is pushed on. lf
i t doesn't, check the circuit breaker or fuse in the house
electrical power control box. lf all breakers are on or all
tuses are good, you should call-a qualif ied serviceman.

PRESSURE LIGHT
When the  power  l igh t  i s  on  and the  pump is  runn ing ,
creating water pressure in the l ines, the pressure l ight
should be on. lf the pressure l ight does not come on when
the  pump is  runn ing ,  the  pump may have los t  i t s  p r ime.  l f
this is not the case, water f low may be restricted by an in-
advertently closed valve or a clogged fi l ter or pump basket.

HEAT LIGHT & HI.LIMIT LIGHT
Whenever the pressure l ighl is on and the thermosiat is sei
to call for heating, the heat l ight wil l normally come on and
heating ot the water wil l occur, (when the gas valve knob is
in the "On" oosition). When the water has reached the
desired lemperature the heat l ight wil l go out, water
heating wil l stop. lf the hi-l imit l ight comes on instead of
the heat l ight, it indicales that the high l imit thermoslats
have been activated due io an over heating condition.
Check for closed valves, a dirty f i l ter, or a clogged pump
basket that could prevent water f low. Another problem that
can cause the  h igh  l im i t  thermosta ts  to  t r ip ,  i s  a  de fec t ive
temoerature control thermostat. To check tor this, turn the
temperature control knob to lhe cold position. lf the heat
l igh t  and the  h i - l im i t  l i gh t  do  no t  go  o l f ,  the  thermos la t  i s
defective. lf over heating has occurred, correct the flow
problem as soon as waler temperature in the heat ex'
changer  i s  su f f i c ieh t ly  coo led .  The h igh  l im i t  thermosta t
w i l l  au tomat ica l l y  rese t  i t se l f .

o o o o
POWER PRESSURE HEAT HI .L IMIT

F i g .  ! 0

SPECIFICATIONS
STACK MODEL

STACKLESS MODEL
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HEATER
SPECIFICATIONS

Model
c120 c t80 c240 c300 c360 c400

' 'A" Width (Front) 16Y2" 2O'/2" 231/2" 2a'/2" 321/2" 36v2"

"8" Lelt  Side to g Stack 9" 1 1 ' � 121/," 15" 19"
"C" Height {wiDrafthood) 6OY," 601/2" 6 1 ' / 2 " 62 tL " 65'/2"

R =  GAS L INE  HOLE



CHEMICAL BALANCE

POOL AND SPA WATER
It ls important lo your heaiet
Your Tropic lsle pool heater was designed specilically for
your spa or pool and will give you many years ot trouble
free service provided you keep your water chemistry in pro'
oer condition.

The three maior items that can cause problems with your
gool heater are pH, Chlorine Residual and Total Alkalinity.
These things if not kept in proper balance will cause your
pool heater to torm calcium or lime in the tubes ot the heat
exchanger which can shorten the lile of the heater and
create damage.

WHAT CHLORINE DOES
Two pool guests you do not want are algae and bacteria.
To get rid ot them and make pool water sanitary tor swim'
ming - as well as to improve the water's taste, odor and
clarity - some sort of diainfectenl must be used.

Chlorine, universally approved by health authorit ies, is the
accepted disinfecting agent for bacteria. And, by maintain'
ing a free chlorine residual or no less than 0.6 ppm (parts
per mill ion), algae can also be prevented.

WHAT IS CHLORINE RESIDUAL?
When you add chlorine to the pool water, a portion of the
chlorine wil l be consumed in the process ol deslroying
bacteria, algae and othet oxidizable materials. The
chlorine remaining is called chloline residual. You can
determine the chlorine residual ot your pool water with a
reliable test kit, available lrom your Guardex dealer.

You musl mainlain a lree chlorine residual level adequale
enough to assute a continuous kil l  ot bacteria or virus in-
troduced into pool water by swimmers, through the air,
from dust, rain or other sources. Since chlorine residual is
lowered by sunlight (i ls ultraviolet rays decompose
chlorine) it is impossible to mainlain a constant residual
tevel with most torms of chlorine unless a mechanical
device - a Hypochlorinator - is used to feed the chlorine
compound coniinuouslY.

Whether or not you have such a device, it is wise to test
pool water regularly, never allowing chlorine residual to
dtop below 0.6 ppm (parts per mill ion), the minimum level
lor ef f ective chlorinaiion.
RULE: Maintain a chlorine residual no lower than 0.6 ppm

CONTROL pH
The term DH tefers to the acid alkaline balance ot water ex-
pressed on a numerical scale from 0 to 14. A test kit for
measuring pH balance of your pool water is available from
your swimming pool dealer.

pH CHART

Acid Neutral Stronolv Alkaline
o 1 2 3 4 5 6 7 8 9 1 0  1 1  1 2  1 3  1 4

Muriatic Acid has a pH of about 0. Pure water is 7 (neutral).
Weak Lye solutions have a pH of 13-14.
RULE: 7.4 to 7.6 is a desirable pH range.

It is essential to maintain correct pH. lf pH becomes too
high (over alkaline) it has these etfects.
1. Greatly lowers the ability of chlorine to destroy bacteria

and algae,
2. Water becomes cloudy.
3. There is more danger of scale formalion on the plaster

or in the coils ot the heater.
4. Filter may become blocked.

lf pH is too low (over acid) there may be:
1. Excessive eye burn or skin irritation.
2. Etching ot the plaster.
3. Corrosion ot metal fixtures in the tiltration and recircul-

ation system, which may create brown, blue, green, or
som'etimes almost black slains on the plaster.

4. Corrosion of copper in the heater, which may cause
leaks.

5. lf you have a sand and gravel filter, the alum used as a
filter aid may dissolve and pass through the filter.

CAUTION: Do not test for pH when the chlorine residual
is 0.8 or higher, to avoid a false reading. Some test kits,
such as the Guardex 4-in-1 Test Kit, contain a de-
chlorinator to enable you to check pH in the presence ol
higher chlorine residuals.

RULE: Chemicals that are acid lower pH. Chemicals
that are alkaline raise pH.

ALKALINITY High - Low
"Total alkalinity" is a measurement of the total amount of
alkaline chemicals in the water and controls pH to a greal
degree. (lt is not the same as pH which reters merely to the
relative alkalinity acidity balance.) Your pool water's tolal
atkaliniiy should be adiusted to 80-100 ppm to permit
easier oH control.
A total alkalinity test is simple to pertorm, using the
Guardex 4-in-1 Test Kii. You will need to test about once a
week until alkalinity is in the proper range. Then, only once
every month or so to be sure it is being maintained.

pH CONTROL CHART



WATER CONNECTIONS

oTATOMACEOUS

POOI BIATER

POOL H€ATER

SYSTEM WITH
DIATOMACEOUS
EARTH OR
CARTRIDGE FILTER

\-eur,rp Fig. 14

SYSTEM WI]H
D.E. SKIMMER

Poor HEATrR\ -z^ FILTER

IO POOL

TO POOI

PLUMBING
When the plumbing, f i l ter 9rids, f itt ings or any other elements of
the ti l ter system are made ot plastic malerials, they may be
damaged by momentary "back syphoning" of hot water from the
heater when the pump stops running. To prevent such back flow,
it is suggested to install a positive check valve and "heat sink"
(3 ft.) copper pipe in the plumbing between the fi l ter or plastic
oioe and the heater.

Gate valves should nol be installed on the return l ine from the
heater. When the heater is installed below pool level, install a
check valve after the healer or gate valves betWeen the fi l ter and
heater and on the suclion side of pump as shown in tig. 16. This
wil l allow isolation of the heater lrom all equipment lor inspec'
tion or repairs.

FI-ANGE COUPLINGS
Connecl lhe inlet and outlet water pipes to the universal f lange
couplings on the heater as shown below. Inlet and outlet are in-
dicated on the heater. The flanged couplings accept either
threaded iron pipe 11/," NPT, unthreaded 1V." iton pipe, ot 11/2"
copper  tub ing .

The Tropic lsle Gas Heater equipped with an optional hydro-
mechanical modulator kit comes standard with 2" connectors
(either 2" threaded or 2" copper tube).

CAUTION: Belore starting the heater on a new installation,
bleed all air from the system by running ti l ter pump lor at least
15 minutes. Water should tlow freely through heater.

MANUAL BY.PASS
Where the flow rate exceeds the maximum capacity ot heater
(see the maximum recommended flow rate), a manual by'pass
should be lnstalled and adjusted. Atter adjustments are made,
the valve handle should be removed to avoid tampering.

SY,PASS
FROM FDOL CHECK VALVE'

Fig.  13

fIITER
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SYSTEM WITH
SAND FILTER
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- 
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*+ 'RoM 
POOI  \  L  CHECK VALVE.

\-""a"* uorur.LcATE vaLvE'

BY,PASS

CHECK VALVE'

CHECK VALVE'
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